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Thank you for purchasing the Trail Forged WJ Modular Bumper High Clearance Wings. We hope you will be as 
pleased with this product as we are. Tag us in a review on Facebook and we’ll hook you up with 10% off your 
next order. We love seeing pictures of our products in action too; send photos to info@trailforged.com or tag us 
on FB or IG for a chance to be our feature rig.  

Installation should only be performed by an experienced mechanic, if you do not have all the necessary tools, 
experience, or confidence to undertake this project, please seek help before beginning. 

Step 1: To begin installing your new wings, you must already have the stubby bumper installed on the vehicle. 
If that has not been done yet, complete that installation before proceeding here. Also, these wings have not 
been tested with the factory windshield washer reservoir in place (though it is usually already removed for tire 
clearance and ground clearance, so a non-issue for most). 

Step 2: The installation process is pretty 
simple, the only intimidating part can be 
the removal of factory sheetmetal to 
achieve the improved ground clearance 
these wings allow. Note: The horns are 
located behind the factory sheetmetal on 
the passenger side, they will have to be 
relocated for the High Clearance Wing 
installation. 

Step 3: The adjacent image represents 
the bare minimum of sheetmetal 
removal required. We put specific effort 
into allowing this high clearance wing 
option to retain that outer header panel 
bolt, ensuring the headlight mounting 
stays as rigid as possible. A cut is made 
from the D ring outward, tapering 
upward towards the outside following the 
lines of the wing itself. 

In the image you can see two separate 
red lines. The shorter horizontal line to 
the right shows where the header panel will be cut for clearance, then reinforced in later steps. The longer 
diagonal red line to the left indicates the sheetmetal that needs to be removed beginning at the outside of the 
frame rails. (Note: The sheetmetal in these images already had some modest trimming, so you will see more 
material on your unmodified jeep). 

  - DPL-WJ-FBSWH1

mailto:info@trailforged.com


Step 4: The following picture shows the results of the trimming from above. Note that where the red line ends 
in the previous picture is the end of the cut on the front face. The cut continues outward beyond that point as 
shown below. On the passenger side there is a vacuum canister in this area that will have to be unbolted and 
shifted slightly, but it can remain in nearly the original location.  

Step 5: Once this initial cutting is done, a few bits of extra plastic will have to be removed from the back of the 
tab hanging from the header panel. We found it easiest to pull the assembled header panel for this task, but it 
may be possible to complete in place with steady hands. The first picture shows the small triangular gusset 
that must be removed, the second is an example of the task completed. 
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Step 6: Once that gusset is removed from the back of the tab, a 1/4” (or slightly oversized) hole needs to be 
drilled near the center of the remaining plastic tab. This will align with the slot in the sheetmetal bracket 
supplied with the high clearance wings, along with the supplied 1/4” hardware. Note: The bracket is intended to 
be installed on the back side of the plastic tab so it doesn't stick forwards too far, though I have added a picture 
with the bracket in front to give a visual reference of the configuration). Once you have the bracket alignment 
settled, a 1/4” hole will need to be drilled in the sheetmetal below, so a 1/4” bolt can be passed through and 
tightened to secure it to the body. 

Step 7: The bracket is slotted because the sheetmetal below it will need to be pushed upwards (by hand or a 
soft faced hammer) a small amount. At this point nearly all the clearancing is complete, so you can test install 
the wings and reshape the remaining sheetmetal as needed to provide the necessary clearance. 

Step 8: That’s just about it!  You're now ready to install one of the highest clearance (yet fully supported) full 
bumper options available. Now that you've gained sufficient clearance everywhere, you're ready to hold the 
bumper wings in place, get the bolts started and torque them to spec. 

Please note: If installing wings on previously installed Trail Forged bumper, please reuse the bumper hardware 
originally provided.  No additional hardware is provided with the mid clearance wings. 

7/16” Hardware - 58 ft-lbs: 
(4) 1.5” bolts through bottom plate, bracket, bumper, and D ring lower plates 
(6) 2” bolts through D rings sideways through bumper 

Notes: These instructions are meant to be a general guideline and not a factory certified service procedure. 
We are not responsible for any failures or issues that may arise in others’ installs. This product is intended for 
offroad use only, vehicle owner assumes all responsibility by purchasing and/or installing this product. 

Returns: All returns must be complete within 30 days of purchasing, in original packaging, unmodified, and as 
shipped in uninstalled condition. Buyer must contact Trail Forged to receive a return authorization before 
returning product. Buyer pays return shipping. Returns are subject to inspection, and a 15% restocking fee.
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